
FULLY INTEGRATED OR STAND-ALONE USER INTERFACE.

ENDOTRON® 532

MAXIMUM FLEXIBILITY.

ENDOTRON®  532

MAXIMUM FLEXIBILITY.
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GEUDER AG · Hertzstrasse 4 · 69126 Heidelberg · Germany

Phone: +49 6221 3066 · Fax: +49 6221 303122 · www.geuder.de

TECHNICAL DATATO ORDER

  ...............................................................G-61100

NECESSARY ACCESSORIES STAND-ALONE MODE

Foot switch ......................................................................G-61101

Remote control  ...............................................................G-61102

NECESSARY ACCESSORIES KOMBI MODE

Protective bracket for megaTRON S4HPS footswitch .......G-61107

Data cable ........................................................................G-61108

NECESSARY ACCESSORIES STAND-ALONE / KOMBI MODE

For further Information about the microscope � lter please 

contact your GEUDER representive.

OPTIONAL 

Foot switch ......................................................................G-61101

Remote control ................................................................G-61102 

Safety glasses  ..................................................................G-61104

Remote control power supply ........................................G-61105

Protective bracket for megaTRON S4HPS footswitch .......G-61107

Data cable  .......................................................................G-61108

Replacement key .............................................................G-61109

SL Adaptor Torney SL-6000  ............................................G-61301

FOR FURTHER INFORMATION

PLEASE CONTACT 

YOUR GEUDER REPRESENTIVE.

GENERAL INFORMATION

Dimensions (L x W x H)  ................................350 x 260 x 155 mm

Weight  ...........................................................................max. 8 kg

POWER INPUTS

Voltage  ....................................................................... 100 - 230 V

Line frequency  ...............................................................50 / 60 Hz

Power consumption  .................................................. max. 500 W

LASER MODULE

Wavelength  ...................................................................... 532 nm

Performance  ......................................................... 50 – 1.500 mW

Pilot beam  .............................................................Diode < 1 mW

Wavelength  .........................................................approx. 635 nm

REMOTE CONTROL

Display  ..................................................... 5,5“ color touchscreen

Voltage  ....................................................................... 100 - 230 V

Line frequency  ...............................................................50 / 60 Hz

AMBIENT CONDITIONS

Ambient temperature  ................................................. 10 – 35° C

Humidity  ..............................................................10 % - 90 % r.H.

GEUDER AG reserves the right to make changes to compositions in response to recent developments. 

GEUDER does not assume liability for the accuracy of given statements. Regarding product availability 

in the single countries please contact your distributor or GEUDER AG. Illustrations not drawn to scale.

NEW
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ENDOTRON® 532 – MAXIMUM FLEXIBILITY

YOUR DECISION:
FULLY INTEGRATED OR STAND-ALONE 

USER INTERFACE.

ENDOTRON® 532 – MAXIMUM FLEXIBILITY

YOUR INDIVIDUALITY:
MEMORY SAVED LASER SETTINGS 

INCREASE PATIENT SAFETY.

COMBINED MODE
FULLY INTEGRATED USER INTERFACE

· User Interface via megaTRON S4HPS Touchscreen

· Control through megaTRON S4HPS foot switch

· Form-� tting placement on top of megaTRON S4HPS

STAND-ALONE MODE
PERFECTION FOR YOUR SURGERY

· Touchscreen remote control with Bluetooth® connection

· Control through independent foot switch

· ocuLED-port for endoillumination

ACCESSORIES 
HIGH-END UNO COLORLINE LASER FIBRES FOR YOUR SURGERY

· Homogeneous beam pro� le

· Available in 20 gauge, 23 gauge and 25 gauge

· Varying geometries: Straight and curved

· Optional slit lamp adapter

GEUDER – PRECISION AND QUALITY 
SUPPORTS YOUR SURGICAL SKILLS

· Convergent laser transmission

· Perfect temperature management for challenging surgeries

· Ergonomic GEUDER precision

YOUR SURGERY – YOUR SETTINGS
REPRODUCE YOUR SURGICAL SKILLS 

· Up to six user pro� les storeable

· Laser settings are immediately available

EASY TO HANDLE
CUSTOMIZED PROGRAMMING TO SUIT YOUR REQUIREMENTS

· Intensity: 50 mW to 1.500 mW

· Pulse duration: 50 ms to 3.000 ms

· Pause duration: 50 ms to 3.000 ms

FLEXIBILITY FOR YOUR SURGERY
CHOOSE THE MATCHING ACCESSORIES

· Individual aiming beam intensity

· Supports various surgical strategies

· Treatment via slit lamp adapter

PATIENT SAFETY WITHOUT COMPROMISE
RELIABLE COMPONENTS FOR HIGHEST PATIENT SAFETY

· Optimized thermal management

· Reproducible coagulation point, clearly de� ned and homogeneous

· No temperature-related side effects
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